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 TOILETS / SUITES ModernLifeTM Back to Wall Toilet Suite           

Installation Notes:
• Water supply pressure range: 137 kPa - 500 kPa.
• Can be installed as a P-trap using a straight connector (not supplied) or as an S-trap using the Vario connector (supplied)

along with the 20mm offset pan collar (supplied).
• Top left rear entry water supply hose is supplied.

Product
• ModernLife back to wall toilet suite with slim seat
• ModernLife back to wall toilet suite with Elite Seat

Kohler Code
78469A-0
77766A-0

Included Components
• ModernLife toilet pan.
• ModernLife toilet cistern 4.5/3L.
• ModernLife Quiet Close   toilet seat.
• Vario pan connector.
• Offset pan collar (20mm).
• Floor fixing kit.

* Elite Seat option:
• 1 Pack of mixed scents: Fresh Laundry, Avocado SPA and Garden

Waterfall.
• Night light and fragrance unit, powered with 2 x AAA Batteries.
The batteries are not supplied.

Features
• Dual flush (4.5/3L).
• Water entry: Top left rear entry.
• P-trap set out height: 185mm.
• S-trap set out:

• Standard: 90mm - 140mm (with vario pan
connector 12503A-NA supplied).
• Optional: 160mm - 280 mm (with long adjustable
vario pan connector, 77837A-NA - not supplied).

• Rimless pan design.
• Vitreous china.
• Optional Slim or Elite seat.
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WATER RATING

4.5 L per full flush / 3 L per half flush

www.waterrating.gov.au
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